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Material E mis s ivity 8 -14 μm

Aluminium, oxidised 0.2 -  0.4

Aluminium, blank 0.04

Lead scraggly 0,4

Lead oxidised 0.2 -  0.6

Iron oxidised 0.5 -  0.9

Iron sanded 0.24

Iron rusted 0.5 -  0.7

C opper polished 0.03

K upfer oxidised 0.4 -  0.8

Inconel oxidised 0.7 -  0.95

Inconel sanded 0.3 -  0.6

Asphalt 0.95

C oncrete 0.95

Ice 0.98

C ement 0.8 -  0,.5

G lass  pane 0.85

R ubber 0.95

Limestone 0.98

Wood 0.9 -  0.95

C ork 0.7

G raphite 0.7 -  0.8

C eramics 0.95

G ravel 0.95

P aper 0.95

C loth 0.95

S and 0.9

S now 0.9

P otter's  c lay 0.95

Water 0.93

Material E mis s ion 8 -14 μm

Aluminium, oxidiert 0,2 -  0,4

Aluminium, blank 0,04

B lei rauh 0,4

B lei oxidiert 0,2 -  0,6

E isen oxidiert 0,5 -  0,9

E isen abgeschmiergelt 0,24

E isen verrostet 0,5 -  0,7

K upfer, poliert 0,03

K upfer, oxidiert 0,4 -  0,8

Inconel oxidiert 0,7 -  0,95

Inconel sandgestrahlt 0,3 -  0,6

Asphalt 0,95

B eton 0,95

E is 0,98

G ips 0,8 -  0,95

G las-S cheibe 0,85

G ummi 0,95

K alkstein 0,98

Holz 0,9 -  0,95

K ork 0,7

G raphit 0,7 -  0,8

K eramik 0,95

K ies 0,95

P apier 0,95

S toff (Tuch) 0,95

S and 0,9

S chnee 0,9

Ton 0,95

Wasser 0,93
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Materiau E mis s ion 8 -14 μm

Aluminium, oxiydé 0,2 -  0,4

Aluminium, poli 0,04

P lomb, mugueux 0,4

P lomb oxydé 0,2 -  0,6

Acier oxydé 0,5 -  0,9

Acier émerisé 0,24

Acier rouillé 0,5 -  0,7

C uivre poli 0,03

C uivre oxydé 0,4 -  0,8

Inconel oxydé 0,7 -  0,95

Inconel décapé au sahle 0,3 -  0,6

Asphalte 0,95

B éton 0,95

G lace 0,98

G ypse 0,8 -  0,95

Verre / Vitre 0,85

C aoutchouc 0,95

P ierre á chaux 0,98

B ois 0,9 -  0,95

Liège 0,7

G raphite 0,7 -  0,8

C éramique 0,95

G ravier 0,95

P apier 0,95

Textile 0,95

S able 0,9

Neige 0,9

Argile 0,95

E au 0,93
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